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DEVELOPMENT SERVICES/ENGINEERING DIVISION 

SEAL COAT AND STRIPING PLAN REVIEW CHECKLIST 

 

 

 

Project Name:  __________________________________    Project #:_______________ 

 

Surveyor/Engineer:  _________________________________  Phone:  ______________ 

 

Developer:  ________________________________________  Phone:  ______________ 

 

Submittal Date:  ____________________________    Review Date:  ________________ 

 

 

   

No. Requirements YES NO 

1 All water valve covers and sewer clean-outs must be painted lasting 

permanent blue and green, respectively. 

  

2 All pavement reflectors (fire hydrant’s blue and the yellow/orange) 

must be cleaned or replaced, if broken or missing. 

  

3 All stop bars and double yellow lines must be repainted except for 

those exiting onto public right of way, which must be reflectorized 

white thermoplastic. 

  

4 All handicapped spaces, if applicable, must be as originally approved 

unless current code requirements are different, in which case, current 

code compliance is required. 

  

5 All stop signs exiting onto public right-of-way must conform to the 

Florida Department of Transportation (FDOT) and Broward County 

Engineering Specification R1-1. 

  

6 All approved speed bumps must be painted yellow or white.    

7 All wheel stops must be replaced, if broken or missing.   

8 All manhole covers (sewer or storm) must be cleaned.   

9 All required items above must be indicated or shown on the plan.   

 


